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THE REPUBLIC OF UGANDA PROPOSED HOUSE TYPE PLAN.

A. V.

Kitchen

W2 pvo W2 pvo W1 pvo

Verandah
Cement screed flr fin.

Elevation 1

STEEL CASEMENT GLAZED 
WINDOW, TOP HUNG OPENING 
OUT.

STEEL CASEMENT GLAZED 
WINDOW, SIDE HUNG OPENING 
OUT.

2

GROUND FLOOR PLAN (Scale 1:100)

Verandah
Cement screed flr fin.

W1 pvo

Cem. scrd.
flr fin.

Co
nc

re
te 

wo
rk 

top

CHIMINEY

Elevation 2

Cement screed flr fin.

Concrete work top

HOOD OVER FIRE PLACE

Store

Y

TIMBER PANELLED DOOR. 

Cem. scrd.
flr fin.

Y

TO DETAIL 'A'

D1

Mark REMARKSSize
D O O R   S C H E D U L E

Number
Required

Store
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X

X

ELEVATION - 2 (Scale 1:100)

Walls to be plastered
and painted

ELEVATION - 4 (Scale 1:100)

ELEVATION - 3 (Scale 1:100)

Chiminey

Walls to be plastered
and painted

Aproved prepainted G.C.I roofing sheets

Aproved prepainted G.C.I roofing sheets

ELEVATION - 1 (Scale 1:100)

Walls to be plastered
and painted

Chiminey

2

2

SECTION THRU Y - Y (Scale 1:100)

FLOOR SLAB;
FOUNDATION CONSTRUCTION ;

PV

26 deg. roof pitch. Pre - painted iron angle ridge on pre - painted 
iron roofing sheets nailed onto 100x50mm purlins on 100x50mm 
rafters with 100x50mm struts $ ties on 150x50mm tie beam resting
on 100x75mm wall plates.
CEILING;
Metal lathe plastered ceiling fixed onto 100x50mm ceiling joists $ 
50x50mm branderings.

ROOF SPECIFICATIONS

230X690XL concrete strip foundations (mix1:3:6) to receive 
230mm thick plinth walls. Foundation depth to be determined 
on site and to be not less than 750mm.

25mm cement sand screed (mix 1:3) on 100mm thick over site 
concrete (mix 1:3:6) on well compacted and blinded 200mm thick
hardcore on well rammed murram base.

FOOTINGS;

Damp proof course

SECTION THRU X - X (Scale 1:100)

Concrete Sadle copping

GL

Splash apron

Chiminey flue.

Verandah
R.C ring beam

FLOOR SLAB;

Smoke shelf

Kitchen

Fire chamber

Outer hearth

Chiminey flue Liner

26 deg. roof pitch. Pre - painted iron angle ridge on pre - painted 
iron roofing sheets nailed onto 100x50mm purlins on 100x50mm 
rafters with 100x50mm struts $ ties on 150x50mm tie beam resting
on 100x75mm wall plates.
CEILING;
Metal lathe plastered ceiling fixed onto 100x50mm ceiling joists $ 
50x50mm branderings.

ROOF SPECIFICATIONS

Outside air inlet

GL

Fire clay brick wall

R.Concrete work top

Reinforced conc hood

FOUNDATION CONSTRUCTION ;

230X690XL concrete strip foundations (mix1:3:6) to receive 
230mm thick plinth walls. Foundation depth to be determined 
on site and to be not less than 750mm.

25mm cement sand screed (mix 1:3) on 100mm thick over site 
concrete (mix 1:3:6) on well compacted and blinded 200mm thick
hardcore on well rammed murram base.

FOOTINGS;

Kitchen

Co
nc

re
te 

wo
rk 

top

Cement screed flr fin.

Concrete work top

STORE


